
Face recognition device is a smart 
product that uses biometric information 
to identify individuals by analyzing their 
facial features. It typically captures an 
image or video of a person's face, com-
pares it to a database of stored images, 
and generates a match or non-match 
result.

 It is used for various purposes, such as 
access control, and attendance, 
among others.

FACE 
RECOGNITION DEVICE

Model - NS-FRS1-V311M

Overview

Features Benefits
High-resolution cameras for accurate 
facial recognition.

Advanced algorithms for efficient pro-
cessing and identification.

Compatibility with various access 
control systems and software.

Real-time detection and tracking of 
individuals.

Customizable settings for security and 
privacy requirements.

Supports glass touch screen with a 
resolution of 480 × 272.

Improved security and unmatched 
access control.

Enhanced efficiency and productivity.

Better customer experience and person-
alization.

Real-time monitoring and threat 
detection.

Centralized management of access 
rights.

High accuracy and reliability com-
pared to other biometric 
technologies.
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Technical Specifications

Face Capacity

User Capacity

Card Capacity

Log Capacity

Main Processor

SDK and AP

Period List

Holiday Period

Network Update

USB

Web Configuration

3000

3000

5000

Password Capacity 3000

Embedded Processor
Yes

Camera 2-MP CMOS HD dual-lens camera

WDR DWDR

Light Compensation Auto IR

Voice Prompt Yes

128 periods

128 periods

Yes

Yes

Yes

Auto Registration Yes

Real-time Monitoring Yes

Wi-Fi Yes

Casing PC + ABS

Power Consumption ≤18 W

3,00,000

Product Type Standalone

Screen Type Capacitive Touchscreen

Display Screen

Screen Resolution

4.3" LCD

480 (H) × 272(V)
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Technical Specifications

Remote Verification

First User Unlock

Restricted List/Trusted List

RS-485

Lock Control

Door Status Detection

Intrusion
Illegal Card Exceeding 
Threshold
Card Reading Distance

Face Recognition 
Height Range

Yes

Yes

Yes

Restricted List/Trusted List Yes

1

1

Anti-pass Back Yes

Tamper Alarm Yes

Duress Alarm Yes

Door Sensor Timeout Yes

Yes

Yes

0 cm–3 cm (0"–1.18")

1.1 m– 2.0 m (3.61 ft–6.56 ft)

0.3 m–1.5 m (0.98 ft–4.92 ft)Face Recognition 
Distance

Face Recognition Accuracy 99.9%

Face Recognition Time 0.2 s

Read Speed (QR Code ) 500 ms

Code Type Paper; Electronic

1

Wiegand 1

USB 1 × USB 2.0

Network Port

Exit Button

1 × RJ-45 10/100 Mbps self-adaptive Ethernet port

1
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 Brief product specifications are mentioned, that may change without prior notice, please check with OEM before purchase. Images are 
shown for reference only; the actual product may differ  due to product enhancement.

Disclaimer:

Technical Specifications

Product Dimensions

Packaging Dimensions

Operating Temperature

115.0 mm × 118.0 mm × 27.1 mm (4.53" × 4.65" × 1.07") 
(H × W × W)

190 mm × 179 mm × 127 mm (7.48" × 4.65" × 5.00") 
(L × W× H, protection box)

–10 °C to +40 °C (+14 °F to +104 °F)

Operating Humidity 0%–90% (RH), non-condensing

Operating Environment Indoor

Net Weight 250 g

Gross Weight 400 g

Accessory Wall mount bracket and desktop bracket (included)

Installation Wall mount ; 86 case mount; desk mount

Power Supply 12 VDC, 1.5 A

Power Consumption ≤18 W

Wi-Fi Yes
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